NOTES:

TOTAL DRAINAGE AREA FLOWING TO

SILT FENCE MAY NOT EXCEED 1 ACRE.

SILT FENCES SHOULD NOT BE USED
AT PIPE OUTLETS OR IN AREAS OF

CONCENTRATED FLOW (CREEKS,
DITCHLINES, SWELLS ETC.)

FLOW OF WATER

TO INCREASE STORAGE CAPACITY AND
PROLONG THE LIFE OF THE SILT FENCE, IT
IS GENERALLY ADVISABLE TO DIG A
SEDIMENT PIT IN FRONT OF YOUR SILT
FENCE WHENEVER POSSIBLE.

12 GAUGE 4"X4" OR 2"X4" WELDED WIRE
HOOKED ONTO PREFORMED CHANNELS ON
METAL POSTS, OR FASTENED TO CEDAR OR

WOOD POSTS W/ NO. 8 STAPLES.

ULTRAVIOLET RESISTANT (BLACK) MIRIFI
FABRIC OR EQUIVALENT SECURED TO WIRE
W/ METAL CLIPS OR WIRE AT 8" OFF
CENTER.

T MAX. SEDIMENT STORAGE LEVEL. REMOVE

SEDIMENT WHEN THIS LEVEL IS REACHED OR
AS DIRECTED BY CONSERVATION INSPECTOR.

NATURAL GRADE

CARRY APPROX.12” OF FABRIC INTO
TRENCH, COVER W/ SOIL & TAMP BACKFILL.

CARRY 6" OF WIRE INTO TRENCH.

METAL, CEDAR OR 4”X4” TREATED WOOD

REVISIONS POSTS AT 10’ 0.C. MAX.
DATE DESCRIPTION CEDAR & WOOD POSTS SHOULD BE 3’ DEEP MIN.
TOWN OF KNIGHTDALE STD. 0.
STANDARD DETAILS TEMPORARY SILT FENCE 2.03




